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REMARKS 



The above amendment to the claims includes no narrowing amendments. All significant 
amendments to the claims render dependent claims independent by incorporating the subject matter 
from the claim from which each dependent claim amended originally depended. 

In addition, new claims 69-92 have been added. All the subject matter in the amended and/or 
added claims is fully supported in the original application and does not add new matter. 

Applicants respectfully request entry of the claims in the above-identified application prior to 
the first action on the merits. 

In the event the Examiner has any queries regarding this Preliminary Amendment, Applicants' 
attorney respectfully requests the courtesy of a telephone conference to discuss any matters in need of 
attention. 

In the event that there are any fees due with respect to this Response, Applicant's attorney 
respectfully requests that such fees be withdrawn from Deposit Account No. 02-0429 maintained by 
Applicants' assignee. 



Respectfully submitted, 



DAVID CAMERON ET AL. 



CANTOR COLBURN LLP 
Applicants' Attorneys 




Date: 



July 18, 2001 



Address: 



55 Griffin Road South, Bloomfield, CT 06002 



Telephone: (860) 286-2929 
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Version with markings to show changes made. 
A "marked up" version of claim 2 follows: 

CLAIM 2. (Amended) A conductor connection device [as claimed in claim 1 wherein said 
connection device further comprises] for a downhole environment comprising : 

a first section connectable to implements intended to be located farther downhole than said first 
section when said device is installed in a wellbore; 

at least one first conductor associated with said first section; 

a first connector in operable communication with said at least one first conductor, said first 
connector being maintained in a clean condition or being cleanable by operation of the connection device; 

a second section connectable to implements intended to be located farther uphole than said second 
section when said device is installed in a wellbore; 

at least one second conductor associated with said second section; 

a second connector in operable communication with said at least one second conductor, said 
second connector being maintained in a clean condition or being cleanable by operation of the connection 
device, said second connector being connectable to said first connector by operation of said connection 
device; 

a third section connectable to said second section prior to being run downhole to substitute for 
functions of the second section related to the second connector and releasable from said second section 
after connection with said first section; 

at least one third conductor associated with said third section; 

a third connector in operable communication with said at least one third conductor, said third 
conductor also being in operable communication with said at least one second conductor, said third 
conductor being maintained in a clean condition or cleanable by operation of said connection device; 

said third connector being connectable to said first connector by operation of said connection 

device; 
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a forth connector in operable communication with said at least one third conductor, said forth 
connector being maintained in a clean condition or being cleanable by operation of a subsequently run 
connection device. 

A "marked up" version of claim 3 follows: 
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CLAIM 3. (Amended) A conductor connection device as claimed in claim [1] 2 wherein said first 
connector and said second connector each comprise: 
at least one pad; 

at least one fluid impermeable covering on each said at least one pad. 
A "marked up" version of claim 6 follows: 

CLAIM 6. (Amended) A conductor connection device as claimed in claim [ 1 ] 2 wherein said connection 
device is configured to provide a dielectric material to a vicinity of interconnection between said first 
connector and said second connector. 

A "marked up" version of claim 11 follows: 

CLAIM 1 1 . (Amended) A conductor connection device as claimed in claim [ 1 ] 2 wherein said first 
connector and said second connector are exposed to environmental conditions and are wiped clean during 
operation of the connection device. 

A "marked up" version of claim 19 follows: 

CLAIM 19. (Amended) A conductor connection device [as claimed in claim 1 wherein said first 
connector is a pad and said second connector includes a] for a downhole environment comprising: 

a first section connectable to implements intended to be located farther do wnhole than said first 
section when said device is installed in a wellbore; 

at least one first conductor associated with said first section; 

a first connector in operable communication with said at least one first conductor, said first 
connector being maintained in a clean condition or being cleanable by operation of the connection device; 

a second section connectable to implements intended to be located farther uphole than said second 
section when said device is installed in a wellbore; 

at least one second conductor associated with said second section; 

a second connector in operable communication with said at least one second conductor, said 



BOT 

Cantor Colburn LLP 97-1 165 



12 



o 



0 



second connector being maintained in a clean condition or being cleanable by operation of the connection 
device, said second connector being meltable to connect said second connector to said first connector 
[conductive element]. 

A "marked up" version of claim 62 follows: 

CLAIM 62. (Amended) A method for creating a conductive connection in a downhole environment 
comprising: 

installing a first section connectable to implements located farther downhole from an intended 
location of said first section, said first section having at least one conductor associated therewith and a 
connector operably connected to said at least one conductor, said conductor being maintained in a clean 
condition [or being cleanable upon engagement of said first section with a second section]; 

installing [said] a second section connectable to implements located [further] farther uphole than 
an intended location of said second section, said second section having at least one conductor associated 
therewith and a connector operably connected to said at least one conductor, said conductor being 
maintained in a clean condition or being cleanable upon engagement of said first section with said second 
section, 

engaging said first section with said second section. 
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